[bookmark: _GoBack]Table 1: Ignition delay data table of RD 387 with the units of pressure, temperature, and ignition delay being bar, Kelvin, and millisecond, respectively.
	
	PC
	TC
	1000/TC
	
	1
	
	PC
	TC
	1000/TC
	
	1

	1
	20
	711
	1.41
	11.76
	8.4
	0.5
	20
	803
	1.25
	43
	

	1
	20
	735
	1.36
	8.75
	4.8
	0.5
	20
	831
	1.20
	44.6
	

	1
	20
	758
	1.32
	8.7
	2.4
	0.5
	20
	858
	1.17
	37
	

	1
	20
	692
	1.44
	20
	
	0.5
	20
	882
	1.13
	26.5
	

	1
	20
	677
	1.48
	31.2
	
	0.5
	20
	761
	1.31
	27.3
	8

	1
	20
	664
	1.51
	59
	
	0.5
	20
	731
	1.37
	28.6
	14.3

	1
	20
	649
	1.54
	100
	
	0.5
	20
	704
	1.42
	39
	27

	1
	20
	907
	1.10
	6.1
	
	0.5
	20
	681
	1.47
	74
	

	1
	20
	887
	1.13
	8.5
	
	0.5
	20
	898
	1.11
	16
	

	1
	20
	860
	1.16
	12.25
	
	0.5
	20
	911
	1.10
	11.8
	

	1
	20
	832
	1.20
	13.6
	
	0.5
	20
	925
	1.08
	10.6
	

	1
	20
	793
	1.26
	8.9
	2
	0.5
	20
	950
	1.05
	5.5
	

	1
	40
	711
	1.41
	5.6
	
	0.5
	40
	748
	1.34
	7.5
	4.6

	1
	40
	733
	1.36
	2.7
	
	0.5
	40
	724
	1.38
	12
	9.0

	1
	40
	722
	1.38
	4.1
	
	0.5
	40
	709
	1.41
	18.4
	

	1
	40
	693
	1.44
	11.2
	
	0.5
	40
	692
	1.44
	29
	

	1
	40
	676
	1.48
	26
	
	0.5
	40
	678
	1.48
	58.3
	

	1
	40
	661
	1.51
	45
	
	0.5
	40
	667
	1.50
	94
	

	1
	40
	647
	1.54
	77
	
	0.5
	40
	774
	1.29
	36.14
	1.6

	0.3
	20
	821
	1.22
	86
	
	0.5
	40
	827
	1.21
	6.5
	

	0.3
	20
	850
	1.18
	76.5
	
	0.5
	40
	861
	1.16
	4.9
	

	0.3
	20
	895
	1.12
	25.5
	
	0.5
	40
	885
	1.13
	4.2
	

	0.3
	20
	930
	1.08
	13.8
	
	0.3
	40
	683
	1.46
	62
	

	0.3
	20
	955
	1.05
	7
	
	0.3
	40
	709
	1.41
	28
	16

	0.3
	20
	780
	1.28
	68
	7.5
	0.3
	40
	724
	1.37
	23.4
	9

	0.3
	20
	763
	1.31
	73
	10
	0.3
	40
	694
	1.44
	54
	39

	0.3
	20
	745
	1.34
	70
	13
	0.3
	40
	747
	1.33
	19
	5

	0.3
	20
	728
	1.37
	76
	20
	0.3
	40
	770
	1.29
	17
	2.6

	0.3
	20
	717
	1.39
	83
	26
	0.3
	40
	825
	1.20
	15.6
	

	0.3
	20
	704
	1.42
	93
	38
	0.3
	40
	853
	1.17
	15
	

	0.3
	20
	800
	1.25
	87
	
	0.3
	40
	925
	1.08
	5.5
	

	0.3
	20
	878
	1.14
	50
	
	0.3
	40
	903
	1.11
	7
	

	0.3
	40
	878
	1.14
	10.2
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